


Existing defence
increased to 5mAQOD.

Defence breaches approximately
50m width. Levels reduced to match
existing ground level behind defence.
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Construction of 585m earth embankment
to tie into existing defence. Crest level of
5.0mAOQOD. Base width approximately 25m.
Embankment height 2.2m with slope
gradients at 1 in 5 and 2m crest width.

140m breach into canoe lake.
Breach to level of 2.3mAQOD.

Construction of 170m earth embankment.
Crest level of 5SmAOD. Embankment height
2.9m with slope gradients of 1 in 5 and 2m
crest width. Base width approximately 29m.

Area to be excavated to create lagoon.
Average depth of 2.3mAQOD (estimated

5,600m" excavation).

Notes:
This drawing has been produce for the Cuckmere Option

Impact Study. The level of detail is sufficient to enable the
production of indicative costs. All dimensions and
volumes are approximate.

For typical cross sections please refer to drawings
CS043802-EN-001 and CS043802-EN-002.

NOTE THE PROPERTY OF THIS DRAWING AND DESIGN IS VESTED IN CAPITA SYMONDS LIMITED
AND MUST NOT BE COPIED OR REPRODUCED IN ANY WAY WITHOUT THEIR WRITTEN CONSENT

BASED ON ORDNANCE SURVEY MAPPING AND REPRODUCED BY CAPITA SYMONDS LTD
LICENCE NO. 100048730 WITH THE PERMISSION OF THE CONTROLLER OF HER MAJESTY'S

STATIONERY OFFICE CROWN COPYRIGHT

CUCKMERE ESTUARY OPTION IMPACT STUDY

Option B

Managed Realignment: Full Breach
Engineering Plan

CAPITA SYMOND

DRAWN BY | CHECKED BY
BS AL

PASSED BY
SF

DATE
03/03/2011

SCALE @ A3
1:7,500

ISSUING OFFICE
E.Grinstead

DRAWING NUMBER REV

CS043802/Eng_OpB | 3






